
18

B4502383-EN (01-25)

LO
K

P

A

B

E Q

J

C
D

G
H

F

I

M
N

RR1
RR1

WW3 WW3

W

V

S

T

X

R

Compact Wheel Loaders  19

SPECIFICATIONS

SPECIFICATIONS

SPECIFICATIONS

L85 L95

WEIGHTS 

Operating weight, standard (ISO 6016) 5 091 kg 5 316 kg

Shipping weight, standard (ISO 6016) 4 674 kg 4 896 kg

Max. static axle load 8 400 kg 9 000 kg

Max. dynamic axle load  6 000 kg (30 km/h)  5 500 kg (40 km/h)

ENGINE

Model  Bobcat Engine D24 V2

Compliance Stage V

Cooling Liquid

Fuel Diesel

Power at 2 600 RPM (ISO 14396) 68 hp / 50.7 kW 75 hp / 55.2 kW

HYDRAULIC SYSTEM

System relief @ quick couplers 20.5 MPa / 22.5 MPa

Auxiliary standard flow 75.40 l/min

Auxiliary high-flow 103.5 l/min

PERFORMANCE WITH BUCKET

Bucket capacity 0.8 m³

Bucket range 0.8 – 1.2 m³ 0.8 – 1.5 m3

Tipping load, straight (ISO 14397-1) 
with Quick-Tach™

3 801 kg 3 964 kg

Tipping load, straight (ISO 14397-1) 
with Bob-Tach™

3 605 kg 3 611 kg

Tipping load, articulated at 40° (ISO 14397-1) 
with Quick-Tach™

3 151 kg 3 339 kg

Tipping load, articulated at 40° (ISO 14397-1) 
with Bob-Tach™

2 955 kg 3 025 kg

Rated operating capacity (ISO 14397-1) 
with Quick-Tach™

1 901 kg 1 982 kg

Rated operating capacity (ISO 14397-1) 
with Bob-Tach™

1 802 kg 1 806 kg

Lift breakout force (ISO 14397-2) 4 978 kg

Lift capacity (ISO 14397-2) 2 312 kg

PERFORMANCE WITH PALLET FORK

Tipping load, straight (ISO 14397-1) 2 910 kg 3 011 kg

Tipping load, articulated at 40° (ISO 14397-1) 2 451 kg 2 528 kg

DRIVE SYSTEM

Main drive Proportionally regulated hydrostatic motor

Transmission Hydrostatic with electronic regulation

CONTROLS

Vehicle steering Machine articulation via hydraulic steering with steering wheel

Travel direction Travel direction switch (F-N-R) on joystick. Drive pedal in work and travel mode

Machine hydraulics Dual axis joystick for lift and tilt and auxiliary

Vehicle braking Combination of integrated 6 wet brake discs in rear axle with hydrostatic braking effect provision

SPECIFICATIONS

 DIMENSIONS – PALLET FORK DIMENSIONS – BUCKET

DIMENSIONS – BUCKET

L85 L95

A 2 497 2 522

B 427 452

C 2 100

D 5 453 5 433

E 686 661

F 100 75

G 2 508 2 532

I 3 250 3 275

J 33.4° 33.3°

K 3 830 4 280

L 1 986

M 1 900

N 1 393

O 1 800

P 40°

Q 45°

DIMENSIONS – PALLET FORK

L85 L95

R 5 979 5 959

RR1 4 262 – 4 473

S 796 750

T 1 278 1 252

V 1 374 1 399

W 3 100 3 125

WW3 774 – 1 314

X 442 416

Unit: mm

Certain specification(s) are based on engineering calculations and are not actual measurements. Specification(s) are provided for comparison purposes only and are subject 
to change without notice. Specification(s) for your individual Bobcat equipment will vary based on normal variations in design, manufacturing, operating conditions, and other 
factors. Pictures of Bobcat units may show other than standard equipment.


